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The B5.9 engine has established an unrivalled reputation
for reliability, incorporating features designed to
maximise engine integration within OEM installation.

Single Poly Vee belt drive for fan, alternator and water pump,
with self-tensioning idler for minimum maintenance.

Inline-type Bosch A-Series pump operates at high injection
pressures for cleaner combustion and lower emissions.

Output Rating

Standby Rating Prime Rating
kVA kw kVA (Y

Emergency Standby Power (ESP): . . ..
Applicable for supplying power to varying Design 4 cycle, in-line, Turbo Charged
electrical load for the duration of power

interruption of a reliable utility source. Bore
Emergency Standby Power (ESP) is in
accordance with ISO 8528. Fuel Stop power in
accordance with ISO 3046, AS 2789,

DIN 6271 and BS 5514.

102 mm
120 mm

Displacement
Limited-Time Running Power (LTP):
Applicable for supplying power to a constant
electrical load for limited hours. Limited-Time
Running Power (LTP) is in accordance with
1SO 8528.

Cylinder Block Cast iron, 6 cylinder

Fuel System Direct injection
Prime Power (PRP):

Applicable for supplying power to varying
electrical load for unlimited hours. Prime .
Power (PRP) is in accordance with ISO 8528. Air Cleaner Type
Ten percent overload capability is available in .
accordance with ISO 3046, AS 2789, Lube Oil Filter Type(s)
DIN 6271 and BS 5514.

Starting Voltage 12 volt
Dry replaceable element with restriction indicator

Spin on

Cooling System Design Jacket water Cooled

Base Load (Continuous) Power (COP):
Applicable for supplying power continuously to
a constant electrical load for unlimited hours.
Continuous Power (COP) in accordance with
1SO 8528, I1SO 3046, AS 2789, DIN6271 and

UCl274C

Engine Technical Data
Alternator Technical Data

BS 5914, Stator Winding Double Layer Concentric
Winding Pitch Two Thirds
Separately Exited BY P.M.G.

EBS S Resistance 20 Ohms at 22°C
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